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WE	   ARE	   ONE	   OF	   THE	   LEADING	   TRADER	   &	   SUPPLIERS	   OF	   DISPOSABLE	  
PERSONAL	   PROTECTION	   KIT.	   WE	   CONTINUOUSLY	   STRIVE	   TO	   MAINTAIN	  
INTERNATIONAL	   STANDARDS	   OF	   QUALITY	   CONTROL	   MEASURES.	   THE	  
DISPOSABLE	   PROTECTION	   KIT	   OFFERED	   BY	   US	   IS	   GENERALLY	   USED	   IN	  
HOSPITALS	   AND	   OTHER	   MEDICAL	   SECTORS	   TO	   PROVIDE	   COMPLETE	  
HYGIENIC	  ENVIRONMENT.	  TO	  ENSURE	  HIGH	  COMFORT	  LEVEL	  THESE	  ARE	  
LOOSELY	   FITTED.	   THESE	   KITS	   ARE	   AVAILABLE	   IN	   DIFFERENT	   SIZES	   AND	  
LENGTHS	  AND	  CAN	  BE	  OFFERED	  AT	  AFFORDABLE	  PRICES.	  FEATURES	  :	  
NON	  TOXIC	  
ENVIRONMENT	  FRIENDLY	  
COMFORTABLE	  TO	  WEAR	  
AFFORDABLE	  PRICES	  
OUR	  DISPOSABLE	  PERSONAL	  PROTECTION	  KIT	  INCLUDES	  :	  
DISPOSABLE	  PERSONAL	  PROTECTION	  KIT/	  PP	  KIT	  -‐	  X	  1NO.	  
DISPOSABLE	  HEAD	  CAP	  -‐	  X	  1NO.	  
DISPOSABLE	  FACE	  MASK	  TRIPLE	  LAYER	  -‐	  X	  1NO.	  
DISPOSABLE	  PROTECTIVE	  P.V.C.	  INNER	  APRON	  WITHOUT	  SLEEVES	  
COMBINED	  WITH	  -‐	  X	  1NO.	  
DISPOSABLE	  SURGICAL	  GOWN	  WITH	  FULL	  SLEEVES	  AND	  WITH	  ELASTIC	  
CUFF	  WATER	  (FLUID)	  REPELLENT	  -‐	  X	  1NO.	  
DISPOSABLE	  LONG	  LATEX	  GLOVES	  LENGTH	  UPTO	  ELBOW	  -‐	  X	  2	  NO.	  
DISPOSABLE	  P.V.C.	  SHOE	  LEGGINGS	  LENGTH	  UPTO	  KNEE	  -‐	  X	  2	  NO.	  
DISPOSABLE	  AID	  SAFETY	  GOGGLES	  (ZERO	  POWER)	  -‐	  X	  1NO.	  



DISPOSABLE	  MEDICAL	  GOWN	  COVERALL	  SURGICAL	  
PROTECTIVE	  CLOTHING	  



PRODUCT	  DETAILS	  
	  
PP	  NON-‐WOVEN	  DISPOSABLE	  MEDICAL	  GOWN	  COVERALL	  SURGICAL	  
PROTECTIVE	  CLOTHING	  
PRODUCT	  NAME 	  MEDICAL	  DISPOSABLE	  NON	  WOVEN	  PATIENT	  
SURGICAL	  GOWN	  
MATERIAL 	  PP,	  SMS,	  PP+PE	  FILMED	  OR	  AS	  REQUEST	  
GRAM 	  SMS/PP	  25-‐-‐65GSM	  IS	  AVAILABLE(	  AS	  YOUR	  REQUEST)	  
SIZE	  154*56CM,	  160*60CM,	  168*64CM,	  173*68CM,	  180*72CM	  
STYLE 	  WITH	  DOUBLE	  COLLAR,	  FRONT	  ZIPPER,	  KNITTED	  CUFFS	  
NORMAL	  PACKING 	  1PC/BAG,	  50PCS/CTN;	  PE	  BAG	  OR	  STERILIZATION	  
PAPER	  PLASTIC	  BAG	  
COLOR 	  WHITE,	  BLACK,	  BLUE,	  GREEN,	  PINK,	  YELLOW,	  RED,	  ORANGE	  
CARTON	  SIZE	  28*26*40CM	  
APPLICATION 	  HOSPITAL,	  MEDICAL/FOOD/ELECTRONIC/CHEMICAL/
BEAUTY	  INDUSTRY,	  ETC	  
CERTIFICATE	  CE,	  ISO13485	  
DELIVERY 	  10-‐30	  DAYS	  AFTER	  DEPOSIT	  RECEIVED	  FOR	  BULK	  ORDER	  

DISPOSABLE	  MEDICAL	  GOWN	  COVERALL	  S	  



DISPOSABLE	  MEDICAL	  GOWN	  COVERALL	  SURGICAL	  
PROTECTIVE	  CLOTHING	  



We	  are	  Trader	  &	  Suppliers	  of	  Disposable	  HIV	  Safety	  Kit.	  The	  Disposable	  HIV	  Safety	  Kit	  offered	  
by	   us	   accurately	   designed	   and	   facilitated	   in	   the	   diagnosis,	   monitoring	   or	   treatment	   of	  
medical	   condicons.	   Our	   Disposable	   HIV	   Safety	   Kit	   are	   thoroughly	   inspected,	   checked	   and	  
tested	  on	  various	  quality	  parameters.	  	  
	  
Features	  :	  
Superior	  quality	  
Durable	  
Easy	  to	  operate	  
Provide	  accurate	  readings	  
	  
Disposable	  HIV	  Safety	  Kit	  Includes	  :	  
Disposable	  Head	  Cap	  
Disposable	  Face	  Mask	  Triple	  Layer	  
Disposable	  water	  repellent	  surgical	  gown	  full	  length	  with	  full	  sleeves	  and	  with	  
elascc	  cuffs	  interlining	  with	  PVC	  Apron	  
Disposable	  Plascc	  Gloves	  
Disposable	  P.V.C.	  Shoe	  Cover	  
Disposable	  Aids	  Safety	  Goggles	  (Opconal)	  
	  
Packing	  per	  carton	  :	  
Kit	  with	  goggles	  :	  Single	  Piece	  Pack	  /	  50	  Packs	  per	  Carton	  
Kit	  without	  goggles	  :	  Single	  Piece	  Pack	  /	  60	  Packs	  per	  Carton	  
	  
Packaging	  :	  Catron	  
Applicacon	  :	  Clinical,	  Home	  Purpose,	  Hospital	  
Type	  :	  Disposable	  Hiv	  Kit	  
Color	  :	  Green	  
Features	  :	  Accve,	  Confortable,	  High	  Accuracy,	  Skin	  Friendly,	  Suitable	  For	  Self	  Tescng	  
	  

Disposable	  HIV	  Safety	  Kit.	  The	  Disposable	  HIV	  Safety	  Kit	  	  



WE	  ARE	  OFFERING	  DISPOSABLE	  STERILE	  SURGICAL	  DRAPE.	   LAROUCCI	  GROUP	   IS	  
SUPPLIERS	  OF	  DISPOSABLE	   STERILE	   SURGICAL	  DRAPE.	   THE	  DISPOSABLE	   STERILE	  
DRAPE	  OFFERED	  BY	  US	  ARE	  WIDELY	  USED	  TO	  COVER	  HOSPITAL	  BEDS,	  AND	  OUR	  
RANGE	   OF	   STERILE	   DRAPES	   IS	   AVAILABLE	   IN	   VARIETY	   OF	   SIZES	   AND	   STYLES.	  
DISPOSABLE	   STERILE	   DRAPES	   HAVE	   A	   FRONT	   SIDE	   AND	   REAR	   SIDE	   TO	   COVER	  
PATIENTS	  AT	  THE	  TIME	  OF	  OPERATION.	  WE	  ALSO	  PROVIDE	  CUSTOMIZATION	  OF	  
DISPOSABLE	   STERILE	   DRAPES	   AS	   PER	   THE	   CLIENT’S	   REQUIREMENT.	   AVAILABLE	  
IN	  :	  
	  
u STERILE	  FORM	  

u NON	  STERILE	  FORM	  
	  
USED	  IN	  :	  
	  
u HOSPITAL	  BEDS	  
u O.T./WARD	  USES	  

DISPOSABLE	  STERILE	  SURGICAL	  DRAPE	  
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GROCERY	  STORES	  AND	  STORES	  	  



�TECHNICIAL	  SPECIFICATIONS	  
Fully	  automacc,	  non-‐contact	  disinfeccon.	  
Non-‐contact	  disinfeccon	  with	  sensor	  dosing	  system.	  
AISI	  304	  grade	  stainless	  steel	  body,	  chassis	  and	  assembly.	  
Excellent	  pulverizacon.	  
38	  lt	  Disinfectant	  tank.	  
Minimum	  consumpcon,	  maximum	  efficiency.	  
Modular	  design,	  easy	  installacon.	  
CE	  2006/42	  /	  AT	  Machinery	  Safety	  Regulacon	  and	  cercficate	  of	  conformity	  to	  the	  test	  report.	  
�	  
MARKET	  TROLLEY	  DISINFECTION	  SYSTEM	  DIRECTIONS	  
Inhalacon	  of	  disinfectant	  fluid	  and	  eye	  contact	  will	  damage	  your	  health.	  
Before	  the	  disinfeccon	  process	  of	  the	  supermarket	  carts,	  wear	  proteccve,	  masks,	  glasses	  and	  
gloves.	  
Disinfeccon	  to	  be	  performed	  by	  trained	  personnel.	  
Pass	  numerous	  carts	  through	  system	  at	  one	  cme.	  Do	  not	  use	  for	  single	  carts.	  Personnel	  is	  not	  
to	  pass	  through	  system.	  
If	  disinfectant	  liquid	  comes	  in	  contact	  with	  the	  eyes,	  flush	  eyes	  with	  water.	  
If	  disinfectant	  fluid	  is	  inhaled,	  go	  to	  the	  nearest	  health	  facility.	  
Do	  not	  use	  flammable	  disinfectant	  fluids	  in	  the	  disinfeccon	  system	  tank.	  
Use	  the	  disinfeccon	  system	  under	  the	  control	  of	  the	  staff.	  Do	  not	  allow	  the	  system	  to	  be	  
opened	  and	  the	  disinfeccon	  tank	  to	  be	  filled,	  except	  for	  authorized	  persons.	  
Use	  appropriate	  gloves,	  masks	  and	  goggles	  when	  filling	  the	  disenfectant	  system	  tank.	  
In	  case	  of	  a	  malfunccon	  that	  may	  occur	  in	  the	  disinfeccon	  system,	  inform	  the	  authorized	  
personnel	  
System	  to	  be	  operated	  by	  trained	  personnel	  
Keep	  in	  a	  secure	  area	  



Baggage	   transfer	   points	   have	   a	   high	   potencal	   for	   virus	   transmission	   during	   travel.	  
Luggage	  (luggage,	  suitcases,	  bags)	  is	  one	  of	  the	  points	  where	  contaminacon	  occurs.	  
TE	  Design	  luggage	  disinfeccon	  systems	  posiconed	  at	  the	  baggage	  transfer	  points	  to	  	  
can	   prevent	   the	   possible	   virus	   transmission	   to	   baggage	   handling	   personnel	   and	  
customers.	  
The	   TE	   Design	   team	   has	   aimed	   to	   prevent	   the	   harmful	   effects	   of	   disinfectant	   for	  
personnel	  and	  users	  in	  enclosed	  areas	  with	  intensive	  with	  a	  aspırator	  system.	  
Disinfeccon	  of	  	  luggage	  is	  important	  in	  prevencng	  the	  spread	  of	  viruses.	  
�	  

Baggage	  transfer	  	  



TECHNICIAL	  SPECIFICATIONS	  
Fully	  automacc,	  non-‐contact	  disinfeccon.	  
Non-‐contact	  disinfeccon	  with	  sensor	  dosing	  system.	  
AISI	  304	  grade	  stainless	  steel	  body,	  chassis	  and	  
assembly.	  
Excellent	  pulverizacon.	  
38	  lt	  Disinfectant	  tank.	  
Minimum	  consumpcon,	  maximum	  efficiency.	  
Modular	  design,	  easy	  installacon.	  
CE	  2006/42	  /	  AT	  Machinery	  Safety	  Regulacon	  and	  
cercficate	  of	  conformity	  to	  the	  test	  report.	  

LUGGAGE	  DISINFECTION	  SYSTEM	  DIRECTIONS	  
Inhalacon	  of	  disinfectant	  fluid	  and	  eye	  contact	  will	  damage	  your	  
health.	  
Before	  the	  disinfeccon	  process	  of	  luggage,	  wear	  proteccve,	  
masks,	  glasses	  and	  gloves.	  
Disinfeccon	  to	  be	  performed	  by	  trained	  personnel.	  
Personnel	  is	  not	  to	  pass	  through	  system.	  
If	  disinfectant	  liquid	  comes	  in	  contact	  with	  the	  eyes,	  flush	  eyes	  
with	  water.	  
If	  disinfectant	  fluid	  is	  inhaled,	  go	  to	  the	  nearest	  health	  facility.	  
Do	  not	  use	  flammable	  disinfectant	  fluids	  in	  the	  disinfeccon	  
system	  tank.	  
Use	  the	  disinfeccon	  system	  under	  the	  control	  of	  the	  staff.	  Do	  
not	  allow	  the	  system	  to	  be	  opened	  and	  the	  disinfeccon	  tank	  to	  
be	  filled,	  except	  for	  authorized	  persons.	  
Use	  appropriate	  gloves,	  masks	  and	  goggles	  when	  filling	  the	  
disinfectant	  system	  tank.	  



IN	  CASE	  OF	  A	  MALFUNCTION	  THAT	  MAY	  OCCUR	  IN	  THE	  DISINFECTION	  SYSTEM,	  
INFORM	  THE	  AUTHORIZED	  PERSONNEL	  SYSTEM	  TO	  BE	  OPERATED	  BY	  TRAINED	  
PERSONNEL	  KEEP	  IN	  A	  SECURE	  AREA	  

BAGGAGE	   TRANSFER	   POINTS	   HAVE	   A	   HIGH	  
POTENTIAL	   FOR	   VIRUS	   TRANSMISSION	   DURING	  
TRAVEL.	  LUGGAGE	  (LUGGAGE,	  SUITCASES,	  BAGS)	  
IS	  ONE	  OF	  THE	  POINTS	  WHERE	  CONTAMINATION	  
OCCURS.	  
TE	   DESIGN	   LUGGAGE	   DISINFECTION	   SYSTEMS	  
POSITIONED	   AT	   THE	   BAGGAGE	   TRANSFER	  
POINTS	  TO	   	  CAN	  PREVENT	  THE	  POSSIBLE	  VIRUS	  
TRANSMISSION	   TO	   BAGGAGE	   HANDLING	  
PERSONNEL	  AND	  CUSTOMERS.	  
DISINFECTION	   OF	   	   LUGGAGE	   IS	   IMPORTANT	   IN	  
PREVENTING	  THE	  SPREAD	  OF	  VIRUSES.	  

TECHNICIAL	  SPECIFICATIONS	  
	  
FULLY	  AUTOMATIC,	  NON-‐CONTACT	  DISINFECTION.	  
NON-‐CONTACT	  DISINFECTION	  WITH	  SENSOR	  DOSING	  SYSTEM.	  
AISI	  304	  GRADE	  STAINLESS	  STEEL	  BODY,	  CHASSIS	  AND	  ASSEMBLY.	  
EXCELLENT	  PULVERIZATION.	  
38	  LT	  DISINFECTANT	  TANK.	  



u Minimum	  consumpcon,	  maximum	  efficiency.	  
u Modular	  design,	  easy	  installacon.	  
u CE	  2006/42	  /	  AT	  Machinery	  Safety	  Regulacon	  and	  cercficate	  of	  conformity	  to	  

the	  test	  report.	  

LUGGAGE	  DISINFECTION	  SYSTEM	  DIRECTIONS	  
Inhalacon	  of	  disinfectant	  fluid	  and	  eye	  contact	  will	  damage	  your	  health.	  
Before	  the	  disinfeccon	  process	  of	  luggage,	  wear	  proteccve,	  masks,	  glasses	  and	  
gloves.	  
Disinfeccon	  to	  be	  performed	  by	  trained	  personnel.	  
Personnel	  is	  not	  to	  pass	  through	  system.	  
If	  disinfectant	  liquid	  comes	  in	  contact	  with	  the	  eyes,	  flush	  eyes	  with	  water.	  
If	  disinfectant	  fluid	  is	  inhaled,	  go	  to	  the	  nearest	  health	  facility.	  
Do	  not	  use	  flammable	  disinfectant	  fluids	  in	  the	  disinfeccon	  system	  tank.	  
Use	  the	  disinfeccon	  system	  under	  the	  control	  of	  the	  staff.	  Do	  not	  allow	  the	  
system	  to	  be	  opened	  and	  the	  disinfeccon	  tank	  to	  be	  filled,	  except	  for	  authorized	  
persons.	  
Use	  appropriate	  gloves,	  masks	  and	  goggles	  when	  filling	  the	  disinfectant	  system	  
tank.	  
In	  case	  of	  a	  malfunccon	  that	  may	  occur	  in	  the	  disinfeccon	  system,	  inform	  the	  
authorized	  personnel	  
System	  to	  be	  operated	  by	  trained	  personnel	  
Keep	  in	  a	  secure	  area	  



Stretcher	   can	   be	   efficiently	   and	   thoroughly	  
disinfected	   aper	   each	   pacent,	   prevencng	   the	  
transmission	   of	   infeccous	   disease	   to	   other	  
pacents	  and	  our	  healthcare	  professionals.	  
Disinfeccon	   of	   stretcher	   and	   hospital	   beds	   is	  
important	   step	   for	   the	   health	   of	   our	   pacents	  
and	  healthcare	  workers.	  
The	   feature	  of	  being	  a	   system	   in	  which	  we	  can	  
disinfect	   wheelchairs,	   negacve	   pressure	  
stretchers,	  pacent	  transport	  trolleys	  and	  pacent	  
beds	  offered	  to	  our	  pacents	  in	  our	  hospitals	  has	  
brought	  funcconality	  to	  our	  system.	  

TECHNICIAL	  SPECIFICATIONS	  
	  
Fully	  automacc,	  non-‐contact	  disinfeccon.	  
Non-‐contact	   disinfeccon	   with	   sensor	   dosing	  
system.	  
AISI	   304	   grade	   stainless	   steel	   body,	   chassis	   and	  
assembly.	  
Excellent	  pulverizacon.	  
38	  lt	  Disinfectant	  tank.	  
Minimum	  consumpcon,	  maximum	  efficiency.	  
Modular	  design,	  easy	  installacon.	  
CE	   2006/42	   /	   AT	   Machinery	   Safety	   Regulacon	  
and	  cercficate	  of	  conformity	  to	  the	  test	  report.	  



D I S INFECT ION	   OF	   THE	   CARGO	  
TRANSFERRED	   TO	   STERILE	   AREAS	  
DUR ING	   EP IDEMIC	   PER IODS	   I S	  
IMPORTANT.	  
•YOU	   CAN	   PREVENT	   THE	   POSSIBLE	  
CONTAMINATION	   WITH	   TE	   DESIGN	  
DISINFECTION	   SYSTEMS	   AT	   THE	  
DELIVERY	   POINTS	   WHERE	   CARGO	   AND	  
PALLET	  LOADS	  ARE	  DELIVERED.	  
•DISINFECTION	   OF	   YOUR	   CARGOES	   IS	  
IMPORTANT	   IN	   PREVENTING	   THE	  
SPREAD	  OF	  VIRUSES.	  

TECHNICIAL	  SPECIFICATIONS	  
Fully	  automacc,	  non-‐contact	  disinfeccon.	  
Non-‐contact	  disinfeccon	  with	  sensor	  dosing	  
system.	  
AISI	  304	  grade	  stainless	  steel	  body,	  chassis	  and	  
assembly.	  
Excellent	  pulverizacon.	  
38	  lt	  Disinfectant	  tank.	  
Minimum	  consumpcon,	  maximum	  efficiency.	  
Modular	  design,	  easy	  installacon.	  
CE	  2006/42	  /	  AT	  Machinery	  Safety	  Regulacon	  
and	  cercficate	  of	  conformity	  to	  the	  test	  report.	  



CARGO	  PALLET	  DISINFECTION	  SYSTEM	  DIRECTIONS	  
	  
INHALATION	  OF	  DISINFECTANT	  FLUID	  AND	  EYE	  CONTACT	  WILL	  DAMAGE	  YOUR	  HEALTH.	  
	  
BEFORE	   THE	   DISINFECTION	   PROCESS	   OF	   CARGO	   PALLETS,	   WEAR	   PROTECTIVE,	   MASKS,	  
GLASSES	  AND	  GLOVES.	  
	  
DISINFECTION	  TO	  BE	  PERFORMED	  BY	  TRAINED	  PERSONNEL.	  
	  
PERSONNEL	  IS	  NOT	  TO	  PASS	  THROUGH	  SYSTEM.	  
	  
IF	  DISINFECTANT	  LIQUID	  COMES	  IN	  CONTACT	  WITH	  THE	  EYES,	  FLUSH	  EYES	  WITH	  WATER.	  
IF	  DISINFECTANT	  FLUID	  IS	  INHALED,	  GO	  TO	  THE	  NEAREST	  HEALTH	  FACILITY.	  
	  
DO	  NOT	  USE	  FLAMMABLE	  DISINFECTANT	  FLUIDS	  IN	  THE	  DISINFECTION	  SYSTEM	  TANK.	  
	  
USE	  THE	  DISINFECTION	  SYSTEM	  UNDER	  THE	  CONTROL	  OF	  THE	  STAFF.	  DO	  NOT	  ALLOW	  THE	  
SYSTEM	   TO	   BE	   OPENED	   AND	   THE	   DISINFECTION	   TANK	   TO	   BE	   FILLED,	   EXCEPT	   FOR	  
AUTHORIZED	  PERSONS.	  
USE	   APPROPRIATE	   GLOVES,	   MASKS	   AND	   GOGGLES	   WHEN	   FILLING	   THE	   DISINFECTANT	  
SYSTEM	  TANK.	  
	  
IN	  CASE	  OF	  A	  MALFUNCTION	  THAT	  MAY	  OCCUR	  IN	  THE	  DISINFECTION	  SYSTEM,	  INFORM	  THE	  
AUTHORIZED	   PERSONNEL	   SYSTEM	   TO	   BE	   OPERATED	   BY	   TRAINED	   PERSONNEL	   KEEP	   IN	   A	  
SECURE	  AREA	  



I N D U S T R I A L S	  
DISINFECTION	   CABINET	   IS	  
P R O D U C E D 	   F O R	  
D I S INFECT ION	   OF	   A	  
PERSON	   WORKING	   IN	  
AREAS	   AND	   FACILITIES	  
WHERE	   STERILIZATION	   IS	  
I M P O R T A N T 	   A T	  
ENTRANCE	  AND	  EXIT.	  
T H E 	   R I S K 	   O F	  
T R A N S F E R R I N G	  
INFECTIOUS	   DISEASES	   TO	  
A	   PERSON	   WORKING	   IN	  
T H E S E	   A R E A S	   A N D	  
F A C I L I T I E S	   C AN	   B E	  
PREVENTED	  WITH	   THE	   TE	  
DES IGN	   INDUSTR IAL	  
DISINFECTION	  CABINET.	  
PERSONNEL	   MUST	   WEAR	  
PROTECTIVE	   MASKS	   AND	  
GOGGLES	  DURING	  USE	  

INDUSTRIALS	  DISINFECTION	  	  
CABINET	  



TECHNICIAL	  SPECIFICATIONS	  
Fully	  automacc,	  non-‐contact	  disinfeccon.	  
Non-‐contact	  disinfeccon	  with	  sensor	  dosing	  system.	  
AISI	  304	  grade	  stainless	  steel	  body,	  chassis	  and	  
assembly.	  
Excellent	  pulverizacon.	  
38	  lt	  Disinfectant	  tank.	  
Minimum	  consumpcon,	  maximum	  efficiency.	  
Modular	  design,	  easy	  installacon.	  
CE	  2006/42	  /	  AT	  Machinery	  Safety	  Regulacon	  and	  
cercficate	  of	  conformity	  to	  the	  test	  report.	  

TECHNICIAL	  SPECIFICATIONS	  





Company	  Name:	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  LaRoucci	  Interna3onal	  Consor3um	  
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